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BRI GHT KURE & SEAL Page: 1
MANUFACTURER: S| ERRA CORP/ TK PRODUCTS EMERGENCY PHONE: 1-800-424-9300
ADDRESS : 11400 WEST 47TH STREET | NFORVATI ON PHONE:  (952) 938- 7223

M NNETONKA, MN 55343
DATE PRI NTED : 04/11/ 2002 NAVE OF PREPARER : Safety Director
===—=—=—==—=—=—=—=—=—=—==—=—====== SECTION 1 - PRODUCT | DENTI FI CATI ON ======================

PRODUCT NAME: BRI GHT KURE & SEAL HMS CODES: HF R P
PRODUCT CODE: TK-BR. K&S 2*2 0

============== SECTION 2 - COMPOSI TI OV | NGREDI ENT | NFORVATI ON ================

V\EI GHT EXPOSURE LIM TS

COVPONENT CAS NUMBER PERCENT OSHA PEL ACG H TLV  OTHER
* AROVATI C PETROLEUM DI STI LLATES 64742-95-6 35.8

100 PPM NA
+ TRI METHYLBENZENE 95-63-6 28.7

25 PPM 25 PPM
POLY METHACRYLATE RESI N N A Range Not Found

NOT ESTABLI SHED
+* XYLENE, M XED | SOVERS 1330- 20-7 5.

100 PPM 100 PPM STEL 150 PPM
2,2, 4- TRI METHYL- 1, 3- PENTANEDI CL 6846-50-0 Range Not Found

NOT ESTABLI SHED
+ | SOPROPYLBENZENE, CUMOL, CUMENE 98-82-8 2.1

50 PPM 50 PPM

* Indicates chemical (s) that are chronic health hazards. Refer to section 3 for further information.
I ndi cates toxic chemical (s) subject to the reporting requirenents of section 313 of Title Ill and of 40 CFR 372.

+

========—========== SECTI ON 3 - HEALTH HAZARDS | DENTI FI CATlI ON ===================
PRI MARY ROUTES OF EXPOSURE: Skin contact, eye contact, and inhal ation.

EFFECTS OF ACUTE EXPOSURE
EYES: Contact with eyes may cause irritation including burning, watering,
and redness.

SKIN: Contact may cause mld skin irritation including redness, burning, and

dryi ng and cracking of skin. Continued exposure nmay develop into dermatitis.
Sol vents can penetrate the skin and cause systematic effects simlar to those
under inhal ation synptons.

| NHALATI ON: Hi gh vapor concentrations are irritating to the eyes and respiratory
tract, may cause headaches, dizziness, anesthesia, asthma, drowsiness,
unconsci ousness, and other central nervous systemeffects, and possibly death.

| NGESTI ON: Can cause gastrointestinal irritation, nausea, vomtting and diarrhea
Smal | ampunts aspirated into the respiratory systemduring ingestion or vomting
may cause mld to severe pul nonary injury.

CHRONI C HEALTH EFFECTS:

Reports have associ ated repeated and prol onged occupati onal overexposure to
solvents with permanent brain and nervous system damage (Sonetines referred to
as Solvent or Painter's Syndrone). Intentional m suse by deliberately
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concentrating and inhaling this material may be harnful or fatal. Chronic
exposure may al so cause danage to the respiratory system |ungs, eyes, skin,
gastrointestinal tract, liver, spleen and kidneys. Repeated skin contact nay
cause persistant irritation or dernatitis.

VEDI CAL CONDI TI ONS GENERALLY AGGRAVATED BY EXPOSURE

Condi ti ons aggrevated by exposure nmay include skin disorders, respiratory
(asthma-1ike) disorders, and pre-existing |iver or kidney conditions.
===—=—=—==—=—==—=—=—=—=—=—=—==—======= SECTION 4 - FIRST Al D VEASURES ==============—========

| F ON SKIN: Thoroughly wash exposed area with soap and water. Renbve

contam nated clothing. Launder contanm nated clothing before re-use. |If
irritation devel ops and persists, seek nedical attention.

|F IN EYES: Flush with [ arge anbunts of water for 15 mnutes, lifting upper and
| ower lids occasionally. |f synptonms persist, seek nedical attention.

| f SWALLOWED: Do not induce vomting. Keep person warm quiet and seek

i mredi ate nedical attention. Aspiration of material into |ungs can cause severe
| ung danmage. VOM TI NG CAN CAUSE CHEM CAL PNEUMONI TI' S WHI CH CAN BE FATAL.

| NHALATI ON: Move affected individual to fresh air. |If breathing is difficult,
qgqual i fi ed personnel should adm ni ster oxygen. |f breathing has stopped give
artificial respiration. |If respiratory synptons devel op or persist, seek

medi cal attention

===—=—=—==—=—==—======= SECTION 5 - FI RE AND EXPLOCSI ON HAZARD DATA ===================

FLASH PO NT: 110 F METHOD USED:. TCC
FLAMVABLE LIM TS IN AlR BY VOLUVE- LO/ER: . 48 UPPER 7

EXTI NGUI SHE NG MEDI A: Foam CO2, or dry chenmical is recomrended. Water spray is
reconmended to cool or protect exposed nmaterials or structures.

SPECI AL FI REFI GHTI NG PROCEDURES:

Per sons exposed to products of conbustion should wear self-contained breathing
apparatus and full protective equipnent. |solate danger area, keep unauthorized
personnel out. Water nmay be ineffecive for extinguishnment, unless used under
favorabl e conditions by experienced fire fighters. Carbon dioxide can displace
oxygen, exercise caution when using CO2 in confined areas.

UNUSUAL FI RE AND EXPLOSI ON HAZARDS:

Vapors may be ignited by heat, sparks, flanes, or other sources of ignition.
Vapors are heavier than air and may travel considerable distances to a source of
ignition where they may cause a flashback or explosion. |If container is not
properly cooled, it can rupture in the presence of excessive heat.

===—=—=—=—=—=—==—======== SECTI ON 6 - ACCI DENTAL RELEASE NMEASURES ====================

STEPS TO BE TAKEN I N CASE MATERI AL | S RELEASED OR SPI LLED

Keep all sources of ignition and hot netal surfaces away fromspill/rel ease.
Use expl osi on-proof non-sparking equi pnent. Stay upwind fromarea. |Isolate
danger and keep unaut hori zed personnel out. Stop source of release if possible
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with mnimal risk. War appropriate protective equi pnent including respiratory
protection. Prevent spill fromentering sewers, stormdrains, or any other
unaut hori zed treatnent drai nage systens and natural waterways by di king ahead of
the spill. Spilled naterial nay be absorbed with an appropriate spill kit.
Notify fire authorities and appropriate federal, state, and | ocal agencies if
required.

====—=—==—=—=—=—==—=—======= SECTION 7 - HANDLI NG AND STORACE ===============—===—==—=—==—===

HANDLI NG | NFORVATI ON:
Enmpl oyees who conme in contact with this material nmust be trained in accordance
to 1910. 1200 of the Hazard Communi cati on Standard.

Open container slowy to relieve any pressure. Bond and ground all equi pnent
when transferring fromone vessel to another. Static charge can accunul ate by
flow or agitation. |Ignition can occur by static discharage. The use of

expl osi on proof equipnment is recormended and may be required. The use of
respiratory protection is advi sed when concentrati ons exceed any established
exposure limts and in confined spaces. Use good industrial and personal

hygi ene practice, wash thoroughly after handling, and do not wear contam nated
cl ot hi ng.

STORAGE | NFORMATI ON:

Keep containers tightly closed. Use and store material in cool, dry, well-
ventilated areas away from heat, direct sunlight, hot netal surfaces, and al
sources of ignition. Post "No snoking or open flane" sign. Store only in
approved containers. Keep away frominconpatible materials (see section 10).
Prot ect containers agai nst physical damage. |ndoor storage should neet OSHA
st andards and appropriate fire codes.

OTHER PRECAUTI ONS:

"Enpty" containers retain residue, liquid and vapor, and may be dangerous. Do
not cut, weld, pressurize, solder, drill, grind, or expose such containers to
heat, flanme, sparks, or other sources of ignition. They may expode and cause
severe personal injury or death. Al containers should be disposed of in an
environnental |y safe manner in accordance with all government regul ations.

================ SECTI ON 8 - CONTROL MEASURES/ PERSONAL PROTECT| ON ==============

RESPI RATORY PROTECTI ON:

Engi neering or adm nistrative controls should be inplenented to reduce exposure.
A NI OSH MSHA approved respirator with an organi c vapor cartridge should be used
under conditions where airborne concentrations are expected to exceed exposure
limts (See Section 2). Use a positive pressure air supplied respirator if
there is potential for uncontrolled rel ease, exposure |evels are not known, or
any ot her circunstances where air purifying respirators may not provi de adequate
prot ecti on.

VENTI LATI ON:

If current ventilation practices are not adequate to nmintain airborne
concentrations below the established exposure limts, additional ventilation or
exhaust systens nay be required. Were explosive m xtures may be present,
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el ectrical systens safe for such | ocations nust be used.

PROTECTI VE GLOVES:

Prevent prol onged or repeated contact by wearing gloves inpervious to solvents
and ot her appropriate protective clothing. Launder contam nated cl othing before
reuse.

EYE PROTECTI ON:

Wear safety glasses to reduce eye contact potential. Chenm cal safety goggles
(ANSI Z87.1 or approved equivalent) are appropriate if splashing is likely. Eye
washes mnmust be avail abl e where eye contact can occur.

OTHER PROTECTI VE CLOTHI NG OR EQUI PNVENT:
A source of clean water should be available for flushing eyes and skin. Showers
shoul d be available if larger spills are possible.

WORK/ HYA@ ENI C PRACTI CES:

Efforts should be nade to m ninm ze contact and spills. Al ways wash hands before
eating, drinking, or snoking. Cl ean up spills pronptly. Follow OCSHA and
conpany qui dl i nes.

==================== SECTI ON 9 - PHYSI CAL/ CHEM CAL PROPERTI ES ==================

PHYSI CAL STATE: Liquid COLOR Various colors

ODOR: Hydr ocar bon odor SOLUBI LITY I N WATER: | nsol ubl e/ Negl i gi bl e
SPECI FI C GRAVITY (H2C=1): .94 VAPOR DENSI TY: Heavier than air.

BO LI NG RANGE: 270 - 536 F EVAPCRATI ON RATE: Sl ower than nBuAc

% VOLATI LE: 74. % COATING V.O. C.: 692 g/l (5.78 Ib/qgl)

—====================== SECTI ON 10 - STABI LI TY/ REACTI VI TY DATA =================
STABI LI TY: Stabl e.

CONDI TI ONS TO AVO D
Al |l possible sources of ignition.

| NCOVPATI BI LI TY ( MATERI ALS TO AVA D) :
Avoi d exposure to strong oxidizing agents and reduci ng agents.

HAZARDOUS DECOVPOSI TI ON OR BYPRODUCTS:

Combustion may |iberate toxic byproducts such as carbon di oxi de, carbon
nmonoxi de, various oxides of carbon and nitrogen.

HAZARDOUS POLYMERI ZATION: WI Il not occur.

===—=—=—==—=—==—=—=—=—==—=—==—===== SECTI ON 11 - TOXI COLOG CAL | NFORVATI ON =================
SENSI TI ZATI ON:  None known.

CARCI NOGENI CI TY: There is no data available to indicate any conponents
present at greater than 0.1% may present a carci nogeni ¢ hazard.
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REPRODUCTI VE TOXICITY: There is no data available to indicate any conmponents
present at greater than 0.1% may present reproductive toxicity.

TERATOGENI CI TY (BI RTH DEFECTS): There is no data avail able to indicate any
conponents present at greater than 0.1% nay cause birth defects.

MJUTAGENI CI TY: There is no data to indicate that any conponent present at greater
than 0.1% w || alter DNA

===—=—=—==—=—=—=—=—=—=—=—=—=—==—====== SECTI ON 12 - ECOLOG CAL | NFORVATI ON ===================

ENVI RONVENTAL DATA: Al though no information is available for this specific
product m xture, individual conponents may by thensel ves may have ecol ogi cal
affects. Trinethyl benzene is a marine pollutant under 49 CFR 172. 101.

===—=—=—==—=—==—=—=—=—=—=—=—==—====== SECTI ON 13 - Dl SPCSAL CONSI| DERATI O\S ==================

This product is considered a RCRA hazardous waste due to the characterisic(s) of
D001 and DO18. Waste is subject to the land disposal restrictions in 40 CFR
268.40 and may require treatnent standards. Consult state and | ocal regul ations
to determ ne whether they are nore stringent than the federal requirenents.

Cont ai ner contents should be conpletely used and containers enpty prior to

di scarding. Container rinsate could be considered a RCRA hazardous waste and
must be discarded in conpliance with all applicable regulations. Larger enpty
containers, such as druns, should be returned to a professional drum
reconditioner. To assure proper disposal of snaller enpty containers, consult
with state and | ocal regul ations and di sposal authorities.

===—=—=—==—=—==—=—=—=—==—=—==—====== SECTI ON 14 - TRANSPORTATI ON | NFORVATI ON ===============
SHI PPI NG NAME: Conbustible liquid. Not regulated in containers 119 gallons

(450 liters) or less, and ground travel.

(For containers greater than 119 gallons, or air: PAINT, 3, UN1263,111)

PACKI NG GROUP: n/a

===—=—=—==—=—==—=—=—=—==—=—==—====== SECTI ON 15 - REGUJLATORY | NFORVATI ON ===================

ALL | NGREDI ENTS OF THI S PRODUCT ARE LI STED OR ARE EXCLUDED FROM LI STI NG ON THE
US TOXI C SUBSTANCES CONTRCL ACT (TSCA) CHEM CAL SUBSTANCE | NVENTORY

Thi s product does contain a chem cal (s) subject to the reporting requirenments of
SARA Title Il1l, Section 313 (40CFR 372). See section 2.

STATE SPECI FI C REQUI REMENTS:

Thi s product does not contain a chenmi cal known to the state of California to
cause cancer, birth defects or reproductive harm subject to the requirenments of
California Proposition 65.
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STATE LI STED COVWONENTS CAS NUMBER STATE CODE

Xyl ene 1330- 20-7 CA CT, FL, I T, LA, MA,

MVE, MN, NJ, PA, RI

Tri met hyl benzene 95-63-6 CA, MA, WN, NJ, PA

Cunene 98- 82-8 CA CT, FL, I L, LA, MA, ME, MW\, NJ, PA RI

—==—=—=—==—=—==—=—=—=—=—=—=—=—=—=—=—=—=—=—=—==—=—====== D| SCLAl VER ==============-=c=—=c=-=-=-—=-=-—-—o——————===
THE | NFORMATI ON CONTAI NED WTHIN THI S MSDS WAS OBTAI NED FROM SOURCES VWHI CH WE
BELI EVE ARE RELI ABLE. HOAEVER, THE | NFORMATI ON |'S PROVI DED W THOUT ANY
REPRESENTATI ON OR WARRANTY, EXPRESSED OR | MPLI ED, REGARDI NG I T' S ACCURACY OR
CORRECTNESS. WE DO NOTI' ASSUME RESPONSI BI LI TY FOR LOSS, DAVMAGE OR EXPENSE

ARI SI NG FROM STORAGE, USE, OR DI SPOSAL.



